


HIQ-5382
Full HD Mini IR-10M Pan / Tilt Dome IP Camera

Specifications 

Camera
1/2.7" CMOS
2 Megapixel
1920*1080
1.0 lux F2.0
Fixed lens 4.0mm F 2.0
Horizontal:74°
Veritical:57°
19 IR LEDs with ICR and auto light sensor
10~12 M
1/30~1/1000000

Image Sensor
Sensor Resolutions
Max Video Resolution
Sensitivity
Lens Type
Angle of View

Day and Night
IR Distance
Electronic Shutter

Video / Audio
Compression Format
Video Profile

Frame Rate

Multiple Streaming
Image Snapshot
Full Screen Monitoring
Zoom
Image Setting

Video Bitrates Adjust
Audio 

H.264, MJPEG and MPEG-4
1920*1080/ 1280*1024/ 1280*800 / 640*480/ 320*240/ 
176*144
Up to 30fps @ 1920*1080
Up to 30fps @ 1280*1024
Up to 30fps @ 1280*800
Up to 30fps @ 640*480 
Up to 30fps @ 320*240 
Up to 30fps @ 176*144
Yes
Yes
Yes
Yes
Brightness, Contrast, Saturation, Sharpness, AGC, 
AEC, AWB, Flip, Mirror    
CBR, VBR
Compression: AMR 4.75kbps~12.2kbps, AAC 8kbps~32kbps, 
G.711 Internal microphone input

PT  
Pain/Tilt Degree
Max Pain/Tilt Speed
Preset Point
Patrol
Auto Pan

Pan : 200°(-100°~100°) / Tilt:  70°(20°~90°)
Pan: 66°/ second / Tilt: 70°/ second    
64 preset points 
Yes
Yes

Local Recording 
Built-in SD Card Slot         
Recording Trigger 
Format
Video Playback
Delete Files

Yes
Motion Detecton, Schdeule
AVI, JPEG(Snapshot)
Yes
Yes

Software
Search & Installation
Bundled NVR Program
Firmware Upgrade

IP Finder2
Free Bundle 64 Channel Recording Software
HTTP mode, can be upgraded remotely

Network & Security 
Ethernet
Support Protocol

Simultaneous Connection
Power over Ethernet
Security

10 / 100 M Base-T
HTTP, RTSP, TCP/IP, SMTP, FTP,Telnet, PPPoE, DHCP, 
DDNS, NTP, UPnP, DNS
10
802.3af compliant
3 level user access with password protection, IP access 
list, HTTPS encrypted data transmission

System Integration
Triggered Action 
Motion Detection

Mail, FTP, Save to SD card, Save to NAS, Save to USB Flash, DO
16 motion detection windows can be configured

View System Requirements 
OS
Browser
VGA Card Resolution
CPU
Memory Size

Windows 7, 2000, XP, 2003, Vista
Microsoft IE 6.0 or above, Chrome, Safri, Firefox
1024x768 or above
Intel Dual Core 2.7GHz or above
2GB or above recommended

General 
RAM
Flash
Power 

Operation Temperature
Humidity
Dimension
Weight

4GB DDR III
16MB
Input: 100-240VAC 50/60 Hz, 0.7A
Output: 12VDC, 1.5A
Power Consumption: Max.12W
0°C to 40°C (32°F to 104°F)
85%RH
61 mm x 91 mm x 84 mm
290g


